


WAX POLISHES

The natural woodfinishing treatment for all types of
wood, in the home and in the workshop for all wood
craftsmen. A blend of Beeswax and Carnauba
waxes to give an instant natural sheen to bare
wood or over Sanding Sealer. Ideal for wood
carvings and turned wood, for floors and skirtings.
Briwax Original cleans and protects wood, tiles,
metalwork, marble and melamine etc. Available in
clear, which maintains the natural colour of the
wood, and thirteen wood shades to stain and wax in
one operation. Briwax Original is extensively used
in the pine furniture industry. Available in original or
Briwax variations. Apply with 0000 steel wool,
Briwax brushes or cloth.

BRIWAX ORIGINAL COLOURS:- Clear, Medium Brown (P7), Rustic Pine, Antique
Mahogany, Spanish Mahogany, Old Pine, Honey, Jacobean (181), Teak, Dark Oak,
Antique Brown, Antique Pine, Tudor Oak.

BWO05 400gm, BW03 5 litre & BWO04 20 litre

BRIWAX COLOURS:- Clear, Medium Brown (P7), Rustic Pine, Antique Mahogany,
Spanish Mahogany, Old Pine, Honey, Jacobean (181), Antique Brown, Teak,
Walnut, Tudor Oak, Antique Pine, Dark Oak.

BWO8 -25litre } Clear, Rustic Pine, Medium Brown (P7), Antique Brown.

BWO7 - 5 litre N
BWI10 - 20 Jacobean (181) - 5 litre only.

BW06 370gm, BW08 2.5 litre, BWO07 5 litre & BW010 20 litre
BRIWAX & BRIWAX ORIGINAL WOOD SHADES
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BWO02 BRIWAX SIGNATUREWAX

Developed specifically for professional use, Briwax
| SignatureWax produces a high shine, tough and
f J harder wearing top coat finish on bare or sealed
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BRIWAX SIGNATUREWAX COLOURS:- Clear, Antique Pine, College Brown, Light
0Oak, English Pine.

5 litre & 20 litre




WOOD SEALERS

SHELLAC SANDING SEALER

The most traditional of sealers, manufactured from
natural shellac only. Particularly suitable under
shellac finishes like French and Button polish it is
also the ideal sealer under Briwax wax polish to
produce a higher shine which does not sink away.

CELLULOSE SANDING SEALER

Used in the same way as Shellac Sanding Sealer
but with the added benefit of drying very quickly, 5
to 10 minutes, therefore a great favourite with
woodturners.

SHELLAC: 250ml & 500ml « CELLULOSE: 250ml & 500ml

WAXES
BW22 SHERADALE ANTIQUE WAX

Made from a traditional formula using natural
products including pure Beeswax. Recommended
for use as a final finish on old and new wood to
obtain a good shine, retaining the natural patina and
enhancing the full beauty of the wood. Particularly
suitable on antique furniture.

e ——

BRIWAX SHERADALE COLOURS:- Clear and Antique Brown.

BW71 BRIWAX LIMING WAX

A smooth paste wax formulation to produce a white
grained finish. Particularly effective on oak and
other open grain woods. Can be applied directly
onto bare wood or onto stained and sealed
surfaces. Some woods will benefit from opening the
grain with a wire brush. Apply sparingly with a
cotton cloth, rubbing well into the grain and
removing the excess. Overcoat with Clear Briwax
for a more durable finish.

BRIWAX LIMING WAX COLOUR:- White.

NATURAL CREAMED BEESWAX

Manufactured to a traditional formulation using only

refined Natural Beeswax, linseed oils and genuine

turpentine. Use to clean and revive the natural
colour of wood and enrich the patina of all good

d furniture.

BRIWAX CREAMED BEESWAX COLOURS:- Clear.
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A specially prepared blend of natural waxes that
will clean and leave a soft sheen to marble, quarry
tiles and terracotta.

220gm

BRUSHING FINISHES
LIQUID WAX

A water based combined stain, sealer and finish.
Apply by brush or rag, allow to dry and buff to a
shine. Ideal for large areas such as staircases and
skirtings. The Antique Pine colour will produce an

prarwmat IS nikTewit aged effect on new pine very similar to caustic
_— == stripped pine. For increased surface finish,
== : | e liquid wax can be overcoated with Briwax wax
— e polish to desired shade.
BRIWAX STAY N WAX COLOURS:- Clear and Antique Pine.
00

BRIWAX LIQUID SATIN

A durable, quick-drying, satin finish water-resistant
brushing lacquer. Suitable for use on new timber
furniture and the lathe-turned work.

FLOOR CARE

BRIWAX FLOORWAX

Briwax Floor Wax is a blend of selected waxes,
which is easily applied and buffs to gives a natural
wax finish on wooden floors and laminate floors.

BRIWAX FLOORWAX COLOURS:-
Clear and Light Oak.

Briwax floor varnish is a clear acrylic varnish which
provides a hard-wearing satin finish to new floors. It
should be used where a high degree of protection is
required from natural wear and tear. Also suitable




REPAIR PRODUCTS

Softwax Filler Sticks for the repair of scratches,
cracks and small holes on wooden and plastic
surfaces. Simple application, apply soft wax using
light pressure, with the tip of the spatula and clean
off surplus to leave a smooth flat surface.

BRIWAX WAX FILLER STICKS COLOURS:-
Antigue Mahogany, Antique Pine, English Mid Oak, English Light Oak, English
Walnut, Golden Yew, Jacobean, Light Mahogany, Natural, Rustic Brown.

Blister Pack of Wax Stick & Spatula

BW24 BRIWAX TOUCH-UP PENS

New water based touch up, easy to use pump
action pen, perfect for disguising blemishes and
scratches on finished wood surfaces. Ideal for both
interior and exterior woodwork.

BRIWAX TOUCH-UP PEN COLOURS:-
Mahogany, Oak,Pine, Teak, White, Cherrywood, Light Oak and Walnut.

Blister Pack of One Touch Up Pen

OILS FOR WOOD

BRIWAX TEAK OIL

Feeds and seals bare timber and is often used on

garden furniture. Apply as Danish Oil to produce a
soft sheen.

BRIWAX DANISH OIL is a blend of oils and resins

which seals, feeds and finishes all varieties of

scratch. Apply with a clean rag or brush to a well
sanded surface. Drying time is between 4 and 8
hours depending on temperature. Brushes clean
with white spirit.
4 Danish Oil can be overcoated with Briwax for a
softer sheen. When working with new woods 2 or 3
coats may be necessary. When refinishing always
ensure the previous surface coating has been
removed to allow the Danish Oil to soak in. Further
coats of Danish Oil can be applied at any time after
cleaning the surface with white spirit.

TEAK OIL: 250ml, 1 & 5 litre
DANISH OIL: 250ml, 500ml, 1 litre & 5 litre




